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QUESTION 1

Scenario: A Citrix Architect is designing a new XenApp and XenDesktop environment and needs to determine which
endpoints to include. Based on discussions with various departments, the user requirements listed in the Exhibit were
collected. 

Click the Exhibit button to view the requirements. 

In addition to the user requirements, the architect has identified the following organizational requirements: 

Minimize total cost of ownership (TCO) Minimize maintenance costs 

Which endpoint type should the architect use for the Product Development group, based on the requirements? 

A. BYOD laptop/notebook 

B. Corporate-owned high-performance workstation 

C. Corporate-owned standard desktop 

D. Corporate-owned laptop/notebook 

E. Corporate-owned thin client 

Correct Answer: E 

 

QUESTION 2

Scenario: A Citrix Consultant needs to design a new XenDesktop environment for a client. During the user segmentation
process, a Citrix Architect collected a small amount of data about user requirements and is 

NOT able to create well- defined user groups. 

Which user segmentation actions should the consultant pursue? 

A. Collect user data, confirm user groups, and identify user requirements. 



B. Analyze existing data, define user groups, and confirm user requirements. 

C. Collect user data, define user groups, and identify user requirements. 

D. Analyze existing data, confirm user groups, and identify user requirements. 

Correct Answer: D 

 

QUESTION 3

Scenario: A Citrix Architect needs to design a new XenApp and XenDesktop environment. While deploying Optimal
HDX Routing for the customer, the architect makes the following configurations: 

Authentication Gateway - AuthGW ?Logon.workspace.com - Authentication only New York Gateway - NYCGW
?Nycgw.workspace.com - HDX Routing only San Francisco Gateway - SFOGW ?Sfogw.workspace.com - HDX Routing
only 

Click the Exhibit button to view further details about the configuration. 

Upon investigation of the load on the NetScalers, the architect determines that both internal and external HDX traffic
flow through the NetScaler Gateways and the NetScalers are running at capacity. 

Which PowerShell commandlet and parameter can help the architect address this issue until more NetScaler resources



are procured? 

A. Set-DSOptimalGatewayForFarms -onDirectAccess=false 

B. Set-STFCitrixAGBasicOptions -onDirectAccess=true 

C. Set-STFCitrixAGBasicOptions -onDirectAccess=false 

D. Set-DSOptimalGatewayForFarms -onDirectAccess=true 

Correct Answer: A 

 

QUESTION 4

Scenario: A Citrix Architect needs to design a new XenApp and XenDesktop environment The architect has identified
the requirements, based on the assessment and early stages of the design 

Click the Exhibit button to view the requirements. 

Additionally, the IT team has identified the following general requirements: 

The provisioning strategy should be compatible with the planned design decisions. 

The provisioning strategy should minimize the steps required to perform image and application updates. 

Which three follow-up questions should the architect ask about this environment, based on the planned 

design decisions? (Choose three.) 

A. How much storage is available for the Virtual Delivery Agent (VDA) machines? 

B. What is the VM uplink speed in the current deployment? 

C. Is PXE currently being used in the subnets where the Virtual Delivery Agent (VDA) machines will be placed? 

D. Will the machines using the images be physical or virtual? 

E. Are there any applications which must only be accessed by a subset of users? 

Correct Answer: ABC 



 

QUESTION 5

Scenario: During an assessment of a Citrix Infrastructure, a Citrix Architect finds that there are four active Sites. Each
Site has one NetScaler SDX pair and two StoreFront servers in a server group to allow access for internal and external
users. Users have to use different URLs when they access resources from different Sites. Single-factor authentication is
used for both internal and external access. NetScaler appliances are placed in the DMZ with the appropriate firewall
ports configured to allow Citrix traffic. Many of the internal users connect using corporate-owned laptops and some
external users also connect using personal devices. 

The architect needs to provide a design for a multi-tier environment with segregated internal and external traffic on the
NetScaler appliance. 

How many NetScaler instances and StoreFront servers are required to meet this highly available design? 

A. Eight NetScaler instances (two in each Site) and sixteen StoreFront servers (four in each Site) 

B. Four NetScaler instances (one in each Site) and eight StoreFront servers (two in each Site) 

C. Eight NetScaler instances (two in each Site) and eight StoreFront servers (two in each Site) 

D. Sixteen NetScaler instances (four in each Site) and eight StoreFront servers (two in each Site) 

Correct Answer: B 

 

QUESTION 6

Scenario: A Citrix Architect is conducting a security assessment. During the assessment, the architect 

gathers the following Hardware Layer requirements from the customer: 

Reduce the attack surface of the XenServer resource pools. 

Prevent unauthorized access to NFS storage. 

Encrypt Administrative connections to the XenServer resource pools. 

Which three practices should the architect recommend so that the organization can meet its objectives? 

(Choose three.) 

A. Configure target and host authentication to limit who can mount the file system. 

B. Remove the current management VLAN connection to the Internet. 

C. Install certificates from a trusted certificate authority on hypervisor hosts. 

D. Use XenServer Direct Inspect APIs to implement Hypervisor Introspection. 

E. Configure LUN zoning and LUN masking. 

Correct Answer: ACD 

 



QUESTION 7

Scenario: A Citrix Architect needs to design a new XenApp and XenDesktop environment. 

The table in the Exhibit lists details about the requirements of the current user groups and their Virtual 

Delivery Agent (VDA) machine workloads. 

Click the Exhibit button to view the table. 

The architect should scale the hardware used to host the VMs for User Group 1 to______GB of RAM. (Choose the
correct option to complete the sentence.) 

A. 256 

B. 128 

C. 384 

D. 196 

E. 64 

Correct Answer: C 

 

QUESTION 8

Scenario: A Citrix Architect needs to implement a new XenDesktop environment for an engineering company. The IT
team has purchased 1,000 XenDesktop Enterprise licenses. They will deploy Microsoft Office productivity applications
to all users. Users access XenApp sessions from company offices using thin client devices and remotely through
NetScaler Gateway using personal devices. 

The company requires IT to produce a report of all XenApp sessions and connection failures for the previous month. 

Which two actions does the architect need to take to support these requirements? (Choose two.) 

A. Implement NetScaler Management and Analytics System (MAS). 

B. Configure GroomFailuresRetentionDays to 31 days. 

C. Configure GroomSessionsRetentionDays to 31 days. 

D. Purchase NetScaler Gateway Universal licenses. 



E. Purchase XenDesktop Platinum licenses. 

Correct Answer: AB 

 

QUESTION 9

A Citrix Architect is designing a new XenApp and XenDesktop environment. The IT team would like to deploy Windows
10 persistent VDI and Windows Server 2016 non-persistent hosted shared desktops. 

The IT team has used physical servers in the past to host the IT infrastructure but would like to move to a hypervisor
solution for the new environment. At the same time, the hardware and storage costs for the new deployment should be
minimized where possible. 

The IT team has requested there are no company-wide outages during hardware updates and maintenance. 

The architect should recommend that failover clusters and live migration be used for _____________ and that these
resource clusters should use ___________storage. (Choose the correct option to complete the sentence.) 

A. Citrix infrastructure only; SAN 

B. Citrix infrastructure only; local 

C. all XenApp and XenDesktop components; SAN 

D. all XenApp and XenDesktop components; local 

E. Citrix infrastructure and dedicated desktops only; local 

Correct Answer: B 

 

QUESTION 10

Scenario: A Citrix Architect is performing a XenApp and XenDesktop design. During a discussion with the server
hardware team, two potential network configurations are proposed for the XenServer hosts. 

Click the Exhibit button to view the network configurations. 



Which statement will support a decision to use Network Configuration 1? 

A. It will ensure that virtual machine workloads do NOT interfere with each other. 

B. It will provide greater security for all traffic types. 

C. It will achieve a higher level of redundancy for the different traffic types. 

D. It will reserve more bandwidth for virtual machine traffic. 

Correct Answer: C 

 

QUESTION 11

Scenario: A Citrix Architect needs to design a disaster recovery (DR) XenApp and XenDesktop Site that will be hosted
in Citrix Cloud and Microsoft Azure. The DR Site is expected to support 2,000 Desktop OS Virtual Delivery Agent (VDA)
machines. 

The architect should include_________Cloud Connectors in the Azure resource location, each with a minimum
of___________vCPUs and__________GB of RAM to avoid unnecessary over-provisioning of resources and follow
Citrix leading practices. (Choose the correct option to complete the sentence.) 

A. 3; 2; 4 

B. 3; 4; 4 

C. 3; 4; 8 

D. 2; 4; 4 

E. 1; 2; 4 

F. 2; 4; 8 

Correct Answer: F 



 

QUESTION 12

Scenario: While assessing the User Layer, a Citrix Architect finds that most of the internal users connect using
corporate-owned laptops, desktop devices, and thin clients. Many of these laptops and desktop devices are running
Windows 10, while the remainder of the machines are running Windows 7 and are in the process of being migrated to
Windows 10. Some users also connect using personal devices which have Receiver Desktop Lock installed. 

Currently, Citrix Receiver is manually installed on any endpoint device added to the company. All these devices use
Citrix Receiver version 4.8 and above. The IT team is planning to automate a process to update all the devices with the
latest version of Citrix Receiver and to automate another process for automatic installation of Citrix Receiver without
incurring extra costs and maintenance. 

During the initial testing of the Citrix Receiver Auto-Update feature, the architect observed that the Citrix Receiver Auto-
Update feature does NOT work on some of the machines. 

Which two reasons could be causing this issue? (Choose two.) 

A. Citrix Receiver was locally installed with administrator-level privileges. 

B. The Group Policy Object for Receiver Auto-Update feature is incorrectly configured in Active Directory. 

C. Citrix Receiver Auto-Update is disabled on machines where Receiver Desktop Lock is installed. 

D. The Citrix Receiver Auto-Update feature needs to be configured before Receiver Desktop Lock is configured. 

Correct Answer: BC 
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