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QUESTION 1

Which configuration step is correct for a phy-interface configuration element used for signaling and/or media? 

A. A phy-interface elementmust be configured for each interface used for High Availability (HA) heartbeats, but not for
signaling and/or media. 

B. After configuring a phy-interface configuration element for signaling and/or media, a reboot of the Session Border
Controller is required. 

C. A phy-interface configuration element must be configured for each interface used. 

D. A unique phy-interface configuration element is created for all signaling/media interfaces. 

E. A phy-interface configuration element for signaling and/or media hasthe operation-type parameter set to control. 

Correct Answer: B 

 

QUESTION 2

Your customer would like to allow call attempts only from User Agents(UAs) who have previously registered through the
Session Border Controller or who are configured as session agents. 

How would you accomplish this? 

A. Navigate to the sip-port configuration element and set the allow-anonymous parameter to agents-only. 

B. Navigate to the session-agent configuration element and set the allow-anonymous parameter to prevregistered. 

C. Navigate to the sip-port configuration element and set the allow-anonymous parameter to realm-prefix. 

D. Navigate to the sip-port configurationelement and set the allow-anonymous parameter to registered. 

E. Navigate to the session-agent configuration element and set the allow-anonymous parameter to 403forbidden. 

Correct Answer: D 

 

QUESTION 3

Which three options are valid ways to apply Header Manipulation Rules (HMRs) to your existing configuration? 

A. Navigate to the network-interface configuration element and configure the in- manipulationid parameter. 

B. Navigate to the session-agent configuration element and configure the in-manipulationid parameter. 

C. Navigate to the sip-interface configuration element and configure the in-manipulationid parameter. 

D. Navigate to the session-agent configuration element and configure the in-manipulationid parameter. 

E. Navigate to the session-group configuration element and configure the in-manipulationid parameter. 



Correct Answer: ABC 

 

QUESTION 4

You are examining a SIP packet. There is no final response to the ACK method. 

What is the reason for this? 

A. The ACK method was defined only in RFC 2543and it has been deprecated. 

B. The ACK method is part of the INVITE transaction. 

C. The ACK method is an exception in RFC 3261. 

D. The ACK method is an optional SIP method. 

E. The ACK method was replaced with the CANCEL method in RFC 3261. 

Correct Answer: B 

 

QUESTION 5

You want to prevent the Session Border Controller from generating aunique Call-ID and from modifying the dialog tags. 

How would you accomplish this? 

A. Navigate to the sip-interface configuration element and set the dialog-transparency parameter to disabled. 

B. Navigate to the sip-config configuration element and set the dialog-mapping parameter to disabled. 

C. Navigate to the sip-config configuration element and set the call-id-transparency parameter to disabled. 

D. Navigate to the sip-config configuration element and set the dialog-transparency parameter to disabled. 

E. Navigate to the sip-config configuration element and set the dialog-transparency parameter to enabled. 

Correct Answer: E 

Reference http://luccisun.webfactional.com/sbc/SBC/NNSBCNOTE.html 

 

QUESTION 6

Which two statements are true about realm bridging in the Session Border Controller? (Choose two.) 

A. Therealm-config configuration element provides G.711 to G.729 transcoding functions. 

B. You can configure more than one SIP port per realm. 

C. You can only configure a single SIP port per realm. 

D. The ingress realm and egress realm for a specific SIP session can be the same. 



E. The ingress realm is always different than the egress realm for a specific SIP session. 

Correct Answer: BD 

 

QUESTION 7

What should you do to enable physical interface redundancy? 

A. Navigate to the system-config configuration element and set the phy-redundancy parameter to enabled. 

B. Navigate to the network-interface configuration element and set thephy-redundancy parameter to enabled. 

C. Navigate to the network-interface configuration element and set the link-redundancy- state parameter to enabled. 

D. Navigate to the system-config configuration element and set the link-redundancy-state parameter toenabled. 

E. Run the superuser command enable phy-redundancy. 

Correct Answer: C 

 

QUESTION 8

When provisioning the redundancy-configuration, the peer name for each of the peers in a High Availability configuration
must also be defined in each system\\'s ______________. 

A. hostname parameter under the sip-configconfiguration element 

B. hostname parameter under the account-config configuration element 

C. hostname parameter under the bootparam configuration branch 

D. target name parameter under the bootparam configuration branch 

E. hostname parameter under the system-config configuration element 

Correct Answer: E 

 

QUESTION 9

What is the first thing you must do when setting up the boot parameters of the Session Border Controller? 

A. reset thesystem clock 

B. know the superuser mode password and access the configuration mode 

C. disable FTP access to the wancom0 management interface 

D. obtain the bootparam license 

E. verify the configuration by executing the verify-config command 



Correct Answer: D 

 

QUESTION 10

Upon issuing the done command, you getan Error 409. 

Which two options explain this error? (Choose two.) 

A. You are trying to create an element with a unique identifier that already exists. 

B. The configuration element you are creating is corrupted. 

C. The element you are trying to save doesnot exist. 

D. There is an internal server error. 

E. You are trying to create a second instance of a single-instance configuration element. 

Correct Answer: AE 

 

QUESTION 11

The Session Border Controller needs to be configured to act as a Back-to-Back User Agent (B2BUA). 

How would you accomplish this? 

A. Navigate to the sip-config configuration element and set the operation-mode to stateless. 

B. Navigate to the sip-configconfiguration element and set the operation-mode to dialog. 

C. Navigate to the sip-config configuration element and set the operation-mode to stateful. 

D. Navigate to the session-router configuration element and set the operation-mode to dialog. 

E. Navigate to the session-router configuration element and set the operation-mode to none. 

Correct Answer: B 

 

QUESTION 12

Which node automatically assumes the active role when peers boot simultaneously and their health scores are
equivalent in a High Availability (HA) scenario? 

A. the node with the highest wancom IP address 

B. the node that is configuredas secondary C. the node that had the role of active last 

D. the node with the lowest wancom IP address 

E. the node with the highest round-robin score 



Correct Answer: D 
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