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QUESTION 1

A storage administrator is connecting two previously configured switches to make a single fabric. When the E Ports are
connected, the administrator sees a ZONE MERGE FAILURE message referring to the zoneset for VSAN 10 on each
switch. Which command should the administrator use to allow these switches to work together? 

A. zoneset import interface fc1/1 vsan 10 

B. zoneset distribute full vsan 10 

C. zoneset overwrite-control vsan 10 

D. zoneset copy active-zoneset full-zoneset 

Correct Answer: A 

 

QUESTION 2

DRAG DROP 

Drag and drop the mechanisms of Cisco Secure Boot from the left into the correct order on the right. 

Select and Place: 

Correct Answer: 



 

 

QUESTION 3

DRAG DROP 

Drag and drop the boot issues from the left onto the correct solutions on the right. 

Select and Place: 

Correct Answer: 



 

 

QUESTION 4

Which two protocols are used to implement SAN telemetry on Cisco MDS switches? (Choose two.) 

A. RPC transport 

B. GPB transport 

C. gRPC transport 

D. gRPC encoding 

E. GPB encoding 

Correct Answer: CE 

 

QUESTION 5

Refer to the exhibit. 

What is the result of the configuration? 

A. No-drop CoS values are advertised by the DCBX. 

B. LFC is prioritized over PFC on Ethernet 1/10. 

C. PFC operates on Ethernet 1/10 regardless of the capability of the peer. 



D. PFC fails to operate properly unless LFC is disabled on Ethernet 1/10. 

Correct Answer: A 

 

QUESTION 6

Two stable fabrics have overlapping domains. After a switch from the first domain is joined to a switch from the second
domain, both switches become isolated. What caused the problem? 

A. The autoreconfigure option is disabled on both switches. 

B. The autoreconfigure option is enabled on both switches. 

C. The rcf-reject option is enabled on the interfaces. 

D. The rcf-reject option is disabled on the interfaces. 

Correct Answer: A 

 

QUESTION 7

A network engineer is configuring a Cisco MDS switch for FCoE. Which two conditions must be considered during the
implementation phase? (Choose two.) 

A. On Cisco MDS switches, system-defined class maps for class-FCoE and class-default are enabled but can be
deleted. 

B. The QoS policy must be identical to other Cisco FCoE switches in the network. 

C. On the Cisco MDS, the MTU is set equal to 2112. 

D. VLAN 1 or the native VLAN can be mapped to an FCoE VSAN. 

E. FCoE is already enabled on a Cisco MDS switch. 

Correct Answer: BE 

 

QUESTION 8

A storage administrator is enabling DH-CHAP for the first time on a Fibre Channel fabric. Which condition must the
administrator consider while configuring this feature? 

A. NTP must be configured on all devices or the configuration fails. 

B. The MD5 hash must be used if TACACS+ or RADIUS authentication for FCSP is enabled. 

C. All switches on the fabric must be configured for the same password. 

D. Enabling DH-CHAP protocol feature is unsupported on FCIP interfaces. 

Correct Answer: B 



 

QUESTION 9

DRAG DROP 

Drag and drop the FLOGI parameters from the left onto the descriptions from which they were-derived on the right. 

Select and Place: 

Correct Answer: 

Reference: https://www.cisco.com/en/US/docs/storage/san_switches/mds9000/sw/rel_3_x/configuration/guides/cli_3_3_
1/npv.html#wp1502832 

 



QUESTION 10

A domain ID conflict is detected on a switch. Which action resolves the issue in the shortest possible time after the
preferred domain ID is changed to a static domain ID? 

A. Issue an fcdomain disruptive restart. 

B. Issue an fcdomain nondisruptive restart. 

C. Enter the commands for a VSAN suspend / no-suspend. 

D. Enter the commands to complete a domain manager fast restart. 

Correct Answer: A 

 

QUESTION 11

After a subordinate switch requests a domain ID form a principal switch, the requested domain ID becomes the runtime
domain ID, and all interfaces on the affected VSAN are isolated. What is a solution to the issue? 

A. Add the received ID to the allowed list. 

B. Configure a static domain on the subordinate switch and reboot the switch. 

C. Enable the FICON feature on the affected VSAN. 

D. Configure IVR NAT on the affected VSAN. 

Correct Answer: A 

 

QUESTION 12

Which component is initially responsible for loading the kickstart image on Cisco MDS Switches? 

A. ROMMON 

B. BIOS 

C. NX-OS 

D. BASH 

Correct Answer: C 
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