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QUESTION 1

Which module refers to the network automation using Ansible? 

A. the iosxr_system module to collect facts from remote devices 

B. the iosxr_user module to manage banners for users in the local database 

C. the losxr_logging module to run debugging for seventy levels 2 to 5 

D. the iosxr_command module to issue run commands on remote devices 

Correct Answer: D 

https://docs.ansible.com/ansible/latest/collections/cisco/iosxr/iosxr_command_module.html #ansible-collections-cisco-
iosxr-iosxr-command-module 

 

QUESTION 2

An engineer is configuring IEEE 802. 1ad on the access port on a new Cisco router. The access port handles traffic
from multiple customer VLANs, and it is expected to mark allcustomer traffic to the same VLAN without dropping any
traffic. Which configuration must the engineer apply? 

A. interface gigabitethernet0/0/1ethernet dot1ad uni s-port 

B. interface gigabitethernet0/0/1ethernet dot1ad uni c-port 

C. interface gigabitethernet0/0/1ethernet dot1ad uni nni 

D. interface gigabitethernet0/0/1encapsulation dot1q 10 

Correct Answer: A 

 

 

QUESTION 3

Refer to the exhibit. 



Customer Y reported that internet traffic stopped for a few minute. The ISP ABC operation engineer identified that this
occurred when ASBR1 router reloaded OSPF coverage faster than BGP. Which command prevent this happening? 

A. Graceful restart 

B. set-overload-bit on startup wait-for-bgp 

C. bfd min_rx 100 max_rx 100 multiplier 3 

D. max-metric router-lsa on startup 300 

Correct Answer: D 

 

 

QUESTION 4

Which component is similar to an EVPN instance? 

A. router distinguisher 

B. MPLS label 

C. IGP router ID 

D. VRF 

Correct Answer: D 



 

QUESTION 5

FRR is configured on a network. What occurs when the headend router on the path is alerted to a link failure over IGP? 

A. LSP attempts fast switching on the backup path until the primary path returns to the active state. 

B. The headend router uses a presignaled LSP to bypass the failure point. 

C. A new backup tunnel is established past the PLR to pass through the protected nodes. 

D. Backup tunnel is established and intersects with the primary tunnel at the headend. 

Correct Answer: A  

 

QUESTION 6

What are two factors to consider when implementing NSR High Availability on an MPLS PE router? (Choose two.) 

A. It consumes more memory and CPU resources than NSF 

B. It operates normally without NSR support on the PE peers. 

C. It requires all PE-CE sessions to support NSR 

D. It requires routing protocol extensions 

E. It cannot sync state information across redundant RPs 

Correct Answer: AB 

 

QUESTION 7

An engineering team must implement Unified MPLS to scale an MPLS network. Devices in the core layer use different
IGPs, so the team decided to split the network into different areas. The team plans to keep the MPLS services as they
are and introduce greater scalability. Which additional action must the engineers take to implement the Unified MPLS? 

A. Redistribute the IGP prefixes from one IGP into the other routers to ensure end-to-end LSPs. 

B. Configure the ABR routers as route reflectors that redistribute IGP into BGP. 

C. Redistribute the IGP prefixes into another IGP to ensure end-to-end LSPs. 

D. Move the IGP prefixes into IS-IS as the loopback prefixes of the PE routers to distribute the prefixes to other routers
to create end-to-end LSPs. 

Correct Answer: C 

 

 



QUESTION 8

Refer to the exhibit. 

What type of configuration is it? 

A. It is configuration that requires OSPF to also be running to have optimized Cisco MPLS TE tunnels 

B. It is configuration that requires a dynamic Cisco MPLS TE path to be configured for the tunnel to run 

C. It is configuration for the head-end router of a Cisco MPLS TE tunnel with segment routing 

D. It is configuration that requires an explicit Cisco MPLS TE path to be configured for the tunnel to run 

Correct Answer: C 

 

 

QUESTION 9

Refer to the exhibit. 



A network engineer notices that router R2 is failing to install network 172.16.33.1/32 in the routing table. Which
configuration must the engineer apply to R2 to fix the problem? 

A. R2(config)# access-list 1 permit 172.16.33.0 0.0.0.255 

B. R2(config)# access-list 1 permit 172.16.33.0 255.255.0.0 

C. R2(config)# access-list 1 permit 172.16.33.0 255.255.255.0 

D. R2(config)# access-list 1 permit 172.16.33.0 255.0.0.0 

Correct Answer: A 

 

 

QUESTION 10

An support engineer has been tasked to protect an ISP infrastructure from the growing number of encrypted DDoS
attacks. The solution should also validate the eBGP peering. Which solution accomplishes these goals? 

A. BGP FlowSpec 



B. BTSH 

C. BGP Route Dampening 

D. BGP LS 

E. RTBH 

Correct Answer: B 

 

QUESTION 11

Refer to the exhibit Based on the show command output, which result is true after BGP session is established? 

A. The IOS XR router advertises and accepts all routes to and from eBGP neighbor 192.168.2.2. 

B. The IOS XR router advertises all routes to the neighbor 192.168.2.2, but it does not accept any routes from
192.168.2.2. 

C. No routes are accepted from the neighbor 192.168.2.2, nor are any routes advertised to it. 

D. The IOS XR router does not advertises any routes to the neighbor 192.168.2.2, but it accepts any routes from
192.168.2.2. 

Correct Answer: C 

C is correct but the reason why the router will not advertise nor receive the prefix is because of the default EBGP policy
in iOS XR which will block all incoming and outgoing prefixes. https://www.cisco.com/c/en/us/td/docs/routers/crs/softwar



e/crs_r4-0/routing/command/reference/rr40crs1book_chapter1.html#wp697687592 

 

QUESTION 12

What is one of the differences between Ansible and Chef? 

A. Ansible uses YAML and Chef uses Ruby. 

B. Chef requires the use of Windows in the environment and Ansible requires Linux. 

C. Chef is highly scalable and Ansible is highly secure. 

D. Ansible uses Ruby and Chef uses Python. 

Correct Answer: A 
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