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QUESTION 1

Click on the exhibit below. 

Assume PE-1 has a mesh-sdp configured to every PE node in both Metro networks. What could be done to prevent the
bandwidth replication between Metro 1 and Metro 2? 

A. PE-1 must be configured with mesh-SDPs to every node receiving the multicast traffic. There is no way to reduce the
replication or bandwidth. 

B. PE nodes in Metro 1 could be configured with mesh-SDPs. PE nodes in Metro 2 would be configured with mesh-
SDPs. However, the connection between Metro networks (PE-2 to PE-6) can be configured with a spoke-sdp. This
would reduce the replication and bandwidth used on the link between Metro networks. This also reduces the replication
required by PE-1. 

C. PE-1 can be configured with spoke-SDPs to every PE node in both Metro networks. This will reduce the bandwidth
and replication within the network. 

D. PE nodes in Metro 1 could be configured with spoke-SDPs. PE nodes in Metro 2 would be configured with spoke-
SDPs. However, the connection between Metro networks (PE-2 to PE-6) can be configured with a mesh-sdp. This



would reduce the replication and bandwidth used on the link between Metro networks. This also reduces the replication
required by PE-1. 

Correct Answer: B 

 

 

QUESTION 2

If the max remote-age timer of a B-VPLS is reached, what happens to the remotely learned MAC addresses in the l-
VPLS service? 

A. There is no effect. The MAC addresses for the l-VPLS age out independently of the aging of B-VPLS addresses. 

B. The MAC addresses for the l-VPLS will age out immediately following the remote-age out of the backbone-macs of
the B-VPLS. 

C. By default, the remote-age timer of the B-VPLS is configured to 0 and addresses do not age out. The l-VPLS uses its
own timer. 

D. The same timer is used for B-VPLS and l-VPLS addresses on the node. 

Correct Answer: B 

 

QUESTION 3

Redundant spoke-SDPs are used between 2 Metro networks for redundancy. How can load balancing be achieved
across the redundant spoke-SDPs? 

A. A single management VPLS using RSTP can be used to block different SDPs for different VPLS services. 

B. A single management VPLS using 802.1D-2004 can be used to block different SDPs for different VPLS services 

C. There is no way to have load balancing across redundant spoke-SDPs. 

D. Two management VPLS using RSTP can be used to block different SDPs for different VPLS services. 

Correct Answer: D 

 

QUESTION 4

Which of the following SAP encapsulations supports only one service on a port? 

A. Dot1Q 

B. Null 

C. Q-in-Q 

D. Ipcp 



E. BCP 

Correct Answer: B 

 

QUESTION 5

In IEEE 802.1ag, how are loops detected? 

A. Spanning-tree BPDUs are returned to the sender. 

B. The MEP sees its own CFM frames returned to itself. 

C. This is not a function of IEEE 802.lag but of 802.1D 

D. The record field of the CFM frame keeps track of chassis-mac addresses. 

Correct Answer: B 

 

QUESTION 6

Click on the exhibit below. 

Which port will become the alternate port? 

A. Bridge B 1/1/3 

B. Bridge B 1/1/2 

C. Bridge C 1/1/2 



D. Bridge C 2/1/1 

E. Bridge D 1/1/1 

F. Bridge D 1/1/3 

G. Bridge E 1/1/1 

H. Bridge E 1/1/3 

Correct Answer: B 

 

QUESTION 7

Which of the following describes the overhead added to a customer frame on an Ethernet link in a VPLS service on the
Alcatel-Lucent 7750 SR? 

A. The overhead consists of 26 bytes. 14 DLC + 2 Ethertype + 8 for mpls labels + 2 for GRE 

B. The overhead consists of 14 bytes for DLC. 

C. The overhead consists of 18 bytes. 14 DLC +4 for mpls labels 

D. The overhead consists of 22 bytes. 14 DLC + 8 for mpls labels 

Correct Answer: D 

 

QUESTION 8

Fill in the blank for this next sentence. Flooded traffic received on any ____________ in the service is replicated to other
spoke SDPs and SAPs and not transmitted on any mesh SDPs. 

A. Spoke SDP 

B. Mesh SDP 

C. Either (a) or (b) will make this sentence true. 

D. Neither (a) nor (b) will make this sentence true. 

Correct Answer: B 

 

 

QUESTION 9

Which of the following describes the scope of the IEEE 802.3ah EFM standard? (Choose 3) 

A. Monitor and troubleshoot a point-to-point full-duplex link. 

B. Monitor and troubleshoot end-to-end services. 



C. Can be used at the core to trigger MPLS protection mechanisms when a physical failure detection is not possible. 

D. Should not be used at the core to trigger MPLS protection. BFD is the only method that can be used when physical
failure detection is not possible. 

E. Valuable in the last-mile connection to the Service Provider demarcation device. 

Correct Answer: ACE 

 

QUESTION 10

What is PBB also known as? 

A. H-VPLS 

B. IEEE 802.lag 

C. MAC aggregation 

D. MAC-in-MAC 

Correct Answer: D 

 

QUESTION 11

In RSTP, which state do all ports initialize in? 

A. Designated 

B. Discarding 

C. Listening 

D. Root 

E. Forwarding 

Correct Answer: B 

 

QUESTION 12

Five VPLS services have been configured between two PE routers. What is the minimum amount of SDPs that must be
configured? 

A. 5-one for each service. 

B. 2-one in each direction. 

C. 10-five in each direction. 

D. None of the above. 



Correct Answer: B 
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