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QUESTION 1

The following is true about the AP installation location? 

A. For aesthetic needs, priority can be given to placing the AP on the ceiling. 

B. If the site is a monolithic ceiling, the AP should be considered as close to the maintenance port. 

C. The material of the ceiling is generally thin, and the impact on the cover is negligible. 

D. When wall-mounting or installing under the ceiling, it may be necessary to punch holes. 

E. When surveying, try to confirm with the property whether it is feasible. 

Correct Answer: ABD 

 

QUESTION 2

The outdoor bridge backhaul needs to focus on confirming the installation of the AP at the node and paying attention to
the transmission path between the nodes. What is the correct statement about leaf nodes, aggregation nodes, and
transmission paths? 

A. If the leaf node needs to be used for coverage, it is necessary to pay attention to the outdoor coverage of the survey. 

B. If there are multiple aggregation points, you need to confirm the location of each aggregation point. Each aggregation
point also needs to confirm the AP installation location and power supply mode. 

C. There should be no obstructions or distances between the convergence points and leaf nodes.There are allowed
between the relay nodes and the convergence points, relay nodes and leaf points.Obstacle obstruction 

D. The transmission path is the path between the stations. In the site survey, it is necessary to confirm the distance
between the connected nodes. The PMP mode needs to confirm the most 

Correct Answer: ABD 

 

QUESTION 3

What is the encryption technology used by CAPWAP? 

A. WEP 

B. TKIP 

C. CCMP 

D. DTLS 

Correct Answer: D 

 



QUESTION 4

Under normal circumstances, the room division system trunk line or longer distance (greater than 50 meters)
transmission considers signal attenuation, it is recommended to use 1/2 feeder line; branch line or close range
transmission 

For the convenience of installation and construction, it is recommended to use 1/2 super soft feeder. 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 5

What are the calculations for implementing controller hot backup? 

A. Dual link backup 

B. HSB+ dual link backup 

C. HSB+VRRP 

D. 5G priority access 

Correct Answer: BC 

 

QUESTION 6

The device selected for a WLAN project is AC6605. Which of the following networking scenarios is applicable to this
independent AC solution? 

A. WLAN overlay networking 

B. Independent management of wired and wireless services 

C. Wired and wireless traffic convergence and forwarding 

D. Unified management of wired and wireless users 

Correct Answer: AB 

 

QUESTION 7

Which of the following reliability schemes is supported by the on-board AC deployment mode of a WLAN campus
network? 

A. VRRP backup 

B. N+1 hot backup 



C. Stacking hot standby 

D. N+1 cold backup 

Correct Answer: C 

 

QUESTION 8

In the case of dense WLAN users and a large number of APs, when using the 2.4G band coverage, the HT40 mode can
be used to increase the bandwidth. 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 9

Signal field strength calculation formula: (do not consider interference, line loss and other factors)? 

A. Final signal field strength = antenna gain - transmission distance attenuation value - obstacle signal attenuation 

B. Final signal field strength = AP transmit power + antenna gain - transmission distance attenuation value - obstacle
signal attenuation 

C. Final signal field strength = AP transmit power - Transmission distance attenuation value - Obstacle signal
attenuation 

D. Final signal field strength = AP transmit power + antenna gain + transmission distance attenuation value - obstacle
signal attenuation 

Correct Answer: B 

 

QUESTION 10

In an outdoor wireless coverage scenario of a WLAN, the AP6510DN is used to cover the external 

antenna, and the throughput of the wireless terminal is maintained at a low value. 

What are the reasons for the results? 

A. Test terminal to support 802.11ac 

B. Interference causes a drop in throughput 

C. RSSI is too low, the link speed is low 

D. Flow rate limit configurationd 

Correct Answer: BCD 



 

QUESTION 11

When using the WLAN planning tool, which type of area should be used for areas with coverage field strength
requirements but no access and bandwidth requirements? 

A. Key coverage areas 

B. Ordinary coverage area 

C. Blind area 

D. AP deployment area 

Correct Answer: B 

 

QUESTION 12

The directional antenna can not only improve the signal strength of the downlink AP, but also improve the signal
strength of the uplink terminal received by the AP. 

A. True 

B. False 

Correct Answer: B 
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