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QUESTION 1

In which two configurations would Advanced Drive Partitioning be used by default in ONTAP 9.5? (Choose two.) 

A. an AFF A700 with one DS2246 shelf containing 24 960GB SSDs 

B. a FAS2554 with 24 internal 1000 GB SATA HDDs 

C. a FAS8040 with one DS2246 shelf containing 24 900 GB SAS disks 

D. a FAS9000 with one shelf DS212C with 24 800 GB SAS HDDs 

Correct Answer: AC 

 

QUESTION 2

Which two configurations use root-data-data partitioning? (Choose two.) 

A. FAS8080 with 1.8 TB external SAS drives 

B. AFF A800 with 3.8 TB internal NVMe SSD drives 

C. FAS2650 with 1.8 TB internal SAS drives 

D. AFF A220 with 3.8 TB internal SSD drives 

Correct Answer: AB 

 

QUESTION 3

During handover, a customer asks you how to obtain support from NetApp after installation. 

What are two responses in this scenario? (Choose two.) 

A. Visit. 

B. Visit mysupport.netapp.com 

C. Send an AutoSupport message from the system. 

D. Contact Global Support by telephone. 

Correct Answer: BC 

 

QUESTION 4

After the installation of a new 2-node cluster, you want to make sure that AutoSupport is working as expected from the
cluster. 



In this scenario, what are two ways to trigger a new Auto Support? (Choose two.) 

A. Use the ping command on the mailhost. 

B. Use the OnCommand UnifiedManager GUI. 

C. Use the OnCommand System Manager GUI. 

D. Use the system node autosupport invoke -type test command. 

Correct Answer: CD 

 

QUESTION 5

Config Advisor reports that you have a single point of failure on a stack of shelves. After investigation, you have
assigned the following ports to each stack: 

stack 1 - ports 0a and 0b stack 2 - ports 3a and 4b stack 3 - ports 4a and 3b 

In this scenario, which two changes would you make to the cabling to solve the problem? (Choose two.) 

A. Cable stack 3 to ports 4a and 0b. 

B. Cable stack 2 to ports 4a and 4b. 

C. Cable stack 1 to ports 0a and 3b. 

D. Cable stack 3 to ports 3a and 3b. 

Correct Answer: BC 

 

QUESTION 6

You were dispatched to add a DS224C to an existing HA pair that has a stack of DS4243 shelves with 1 TB drives and
a stack of DS4246 shelves with 1 TB drives. The customer wants to make sure that ACP is cabled for all shelves. 

Which two considerations should you advise the customer in this situation? (Choose two.) 

A. ACP communication uses SAS cables and does not require Ethernet cables for IOM12 and IOM6 modules. 

B. ACP communication cannot be used for the DS224C and the DS4243 shelves at the same time. 

C. Out-of-band ACP communication is use by default in ONTAP 9.0 and later software. 

D. The ACP communication has been discontinued beginning with ONTAP 9.5, IOM6, and IOM12 modules. 

Correct Answer: AC 

 

QUESTION 7

According to NetApp best practices, how many NTP servers should you associate with an ONTAP cluster? 



B. 1 

C. 3 

D. 4 

Correct Answer: C 

 

QUESTION 8

While preparing for a new ONTAP installation, you discover an issue with the controllers that are running ONTAP 9.5.
The issue is not affecting controllers that are running ONTAP 9.4 with the latest patch version. 

In this scenario, which two steps should you perform to solve the problem? (Choose two.) 

A. Review the issue with the customer\\'s deployment to see if it would be affected. 

B. Inform your customer that they must always install the latest supported ONTAP release. 

C. If the controllers are in a Product Support Bulletin with ONTAP 9.5, open a case and wait for support to provide a
patch release. 

D. Download ONTAP 9.4 with the latest patch version and ONTAP 9.5 for an eventual rollback on the day of the
installation. 

Correct Answer: CD 

 

QUESTION 9

Node 3 has taken over Node 4. You are attempting to access Node 4 on its management interface but cannot do it. 

In this scenario, how would you access Node 4\\'s management interface? 

A. You must use the Service Processor; node management LIFS do not fall over between nodes. 

B. You have not waited long enough for the failover timeout for a node management LIF; there is a 

C. broadcast domain configured for this situation. 

D. You should use SSH directly to one of the cluster interconnect switches; from there, you can use SSH to the node
management on node 4. 

E. Connect to the node management on Node 3 and then use the HA interconnect to access node 4. 

Correct Answer: A 

 

QUESTION 10

Click the Exhibit button. 



After you install a FAS2720 with ONTAP 9.5, you disconnect the management port of node A to demonstrate cluster
management LIF failover to the custom. When you reconnect the management port and try to revert the interface, you
receive the following message. 

Info: LIF "cluster_mgmt" has been hosted on port "NetApp-Cluster-01:e0M", whose health status is degraded. 

You issue the network port show command and see the output shown in the exhibit. When you try to access the cluster
interface, you cannot ping or connect to the cluster through the network. 

Which two troubleshooting steps must you perform to solve the issue? (Choose two.) 

A. Set the Ignore Health Status parameter to true. 

B. Use the network port modify -up-admin command to administratively down and up the port. 

C. Reconnect the management cable to bring the port online. 

D. Set the Ignore Health Status parameter to false. 

Correct Answer: BC 

 

QUESTION 11



Your customer has filled out the customer installation worksheet. However, the customer\\'s network environment is not
set up and ready for the new ONTAP 9.5 system. The customer requests that you install the system and states that they
will finish the configuration when they have acquired the appropriate network connections. 

Which two statements are correct about this scenario? (Choose two.) 

A. You should cable a cluster so that the clusters interconnect traffic is on a separate network from all other traffic. 

B. You cannot install an ONTAP system without having the customer network configuration. 

C. You should cable all of the controllers and disk shelves, power on the system, and then leave the system as-is for the
customer to configure. 

D. A cluster can be created without data network connections, but it must include a cluster interconnect connection. 

Correct Answer: AD 

 

QUESTION 12

You are asked to install a 2-node FAS2554 cluster running ONTAP 9.5. The controller arrived with ONTAP 

9.0 installed. 

In this scenario, which two tools would be used to complete this upgrade for this installation? (Choose two.) 

A. HTTP server 

B. SMTP server 

C. FTP server 

D. SNMP server 

Correct Answer: AC 
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