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QUESTION 1

You are cabling drive expansion shelves for an E2800 storage system. 

In this scenario, which cabling method should you use? 

A. You use SAS expansion port EXP1 and reserve SAS expansion port EXP2 for a second drive expansion stack. 

B. The controller A and the controller B SAS expansion ports (EXP1 and EXP2) should be divided between the A-side
and B-side IOM-12 modules for all the expansion shelves. 

C. You use SAS expansion port EXP2 and reserve SAS expansion port EXP1 for a second drive expansion stack. 

D. The controller A and the controller B SAS expansion ports (EXP1 and EXP2) should not be divided between the A-
side and B-side IOM-12 modules for all of the expansion shelves. 

Correct Answer: B 

Reference https://library.netapp.com/ecm/ecm_download_file/ECMLP2773537 

 

QUESTION 2

A customer has launched a data analytics initiative and has been transferring old data into the new data lake. The
customer has discovered some data read errors during the transfer process. 

In this scenario, how should the customer have avoided these data integrity issues? 

A. by ensuring that data assurance and media scan are always activated 

B. by deploying secure-capable drives 

C. by turning on cyclic redundancy checks (CRCs) 

D. by turning on erasure coding 

Correct Answer: A 

 

QUESTION 3

Which three factors should you consider before you install an E2860 in a data center? (Choose three.) 

A. current draw 

B. heat dissipation 

C. fire suppression capacity 

D. electromagnetic interference 

E. ambient temperatures 



Correct Answer: CBE 

 

QUESTION 4

Which data protection strategy has the most overhead capacity as a percentage of the total capacity? 

A. RAID 10 

B. RAID 6 

C. RAID 5 

D. Dynamic Disk Pools (DDP) 

Correct Answer: C 

Reference: https://www.techrepublic.com/blog/the-enterprise-cloud/raid-50-offers-a-balance-ofperformance-storage-
capacity-and-data-integrity/ 

 

QUESTION 5

Which two steps are required to enable multifactor authentication on an E-Series system? (Choose two.) 

A. Test SSO login 

B. Configure In-Band Management 

C. Map roles 

D. Configure LDAP 

Correct Answer: AB 

Reference: https://www.netapp.com/us/media/tr-4712.pdf 

 

QUESTION 6

A customer wants to manage an E-Series system over a secure connection between the system and a server. During
implementation, you are asked to fulfill this installation requirement. 

In this scenario, which three actions are required to complete this task? (Choose three.) 

A. Disable the legacy management interface on the system 

B. Disable all the system\\'s local user roles except admin 

C. Import certificate authority signed certificates into the system 

D. Import the system\\'s self-signed certificates into the system 

E. Complete the certificate signing request on the system 



Correct Answer: ADE 

 

QUESTION 7

Click the Exhibit button. 

Referring to the exhibit, which cable is an InfiniBand 4X connector? 

A. 3 

B. 1 

C. 2 

D. 4 

Correct Answer: C 

Reference: http://www.admin-sys.org/IMG/pdf/Hardware_Universe.pdf 

 

QUESTION 8

Which two errors would fail a pre-upgrade health check? (Choose two.) 

A. Hot spares are in use 

B. Volumes are reported on a non-preferred path 



C. An excess number of event log events are present 

D. I/O is being processed 

Correct Answer: AC 

Reference: https://kb.netapp.com/app/answers/answer_view/a_id/1029754/~/how-to-upgrade-e-seriescontroller-
firmware%2C-nvsram%2C-and-iom-firmware-using 

 

QUESTION 9

A customer intends to use an E2812 system without expansion shelves. The specification for their Windows host
requires that six E-Series data volumes be used. 

In this scenario, how should the system be configured? 

A. one DDP with all the volumes 

B. three DDPs with the volumes divided equally 

C. one DDP for each volume 

D. two DDPs with the volumes divided equally 

Correct Answer: A 

Reference: https://www.netapp.com/us/media/tr-4725.pdf (37) 

 

QUESTION 10

A customer is configuring an EF570 system on an internal network. Due to security concerns, the network does not
have Internet access. The customer wants to regularly send standard support data to NetApp. 

In this scenario, what should the customer do to accomplish this task? 

A. Enable AutoSupport with a set interval and with the store locally option selected, manually move the data to a server
with Internet access, and then send the data to NetApp. 

B. Open a support ticket with NetApp to enable AutoSupport local functionality, manually move the data to a server with
Internet access, and then send the data to NetApp. 

C. Set up a script to initiate Collect Support Data on a set interval, manually move the data to a server with Internet
access, and then send the data to NetApp. 

D. Set up a script to initiate Collect Support Data, remove the extra log files, manually move the data to a server with
Internet access, and then send the data to NetApp. 

Correct Answer: A 

Reference: https://library.netapp.com/ecm/ecm_download_file/ECMLP2502818 

 



QUESTION 11

Your AutoSupport does not automatically send reports to NetApp\\'s ActiveIQ tool. 

In this scenario, how do you access the data that would have been sent using the AutoSupport feature? 

A. Use SANtricity Unified Manager to collect the support data remotely 

B. Access the event log by using SANtricity System Manager 

C. Use SANtricity System Manager to manually collect the support data 

D. Ask NetApp Support to help you to access the data by using special support tools 

Correct Answer: C 

Reference: https://mysupport.netapp.com/NOW/public/eseries/sam_archive1150/index.html 

 

QUESTION 12

Which two actions must be performed to enable iSCSI multipathing on Windows for NetApp E-Series systems? (Choose
two.) 

A. Set up iSCSI IP addresses on the E-Series system and the Windows host 

B. Install the Host Utilities on the Windows host 

C. Create two VSANs on the iSCSI switches 

D. Install a Host Channel Adapter (HCA) on the Windows host 

Correct Answer: AB 
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